@ APTMedical

Hydrophilic Guidewire

B Excellent torque control
B Durable and lubricant performance
B Preeminent visualization




Product Benefits

» Excellent torque control » Durable and lubricant performance » Preeminent visualization
Elastic material and integrated design allows 1:1 torque Hydrophilic coating offers a durable and smooth Tungsten blended polymer ensures great
response to deliver the guidewire into the target vessel quickly. approach possible even in tortuous vessels. visualization under X-ray.
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Ordering Information
Length/Curve 0.018"/Standard 0.025"/Standard 0.032"/Standard 0.035"/Standard 0.038"/Standard

120cm/A 10A11812 10A12512 10A13212 10A13512 10A13812
120cm/S 10S11812 10S12512 10S13212 10S13512 10S13812
120cm/R1.5mm)J 10J31812 10J32512 10J33212 10J33512 10J33812
120cm/R3mm) 10J51812 10J52512 1053212 10J53512 10J53812
150cm/A 10A11815 10A12515 10A13215 10A13515 10A13815
150cm/S 10S11815 10S12515 10S13215 10S13515 10S13815
150cm/R1.5mmJ 10J31815 10J32515 10J33215 10J33515 10J33815
150cm/R3mm) 1051815 10J52515 1053215 10J53515 10J53815
180cm/A 10A11818 10A12518 10A13218 10A13518 10A13818
180cm/S 10511818 10S12518 10S13218 10S13518 10S13818
180cm/R1.5mm)J 10J31818 10J32518 10J33218 10J33518 10J33818
180cm/R3mm) 10J51818 10J52518 10J53218 10J53518 10J53818
220cm/A 10A11822 10A12522 10A13222 10A13522 10A13822
220cm/S 10S11822 10S12522 10S13222 10S13522 10S13822
260cm/A 10A11826 10A12526 10A13226 10A13526 10A13826
260cm/S 10511826 10512526 10513226 10513526 10513826
260cm/R1.5mmJ 1031826 10J32526 10J33226 10J33526 10J33826
260cm/R3mm) 10J51826 10J52526 10J53226 10J53526 10J53826
300cm/A 10A11830 10A12530 10A13230 10A13530 10A13830
300cm/S 10511830 10512530 10513230 10513530 10513830
300cm/R1.5mmJ 1031830 10J32530 1033230 10J33530 10J33830
300cm/R3mmJ 10J51830 10J52530 10J53230 10J53530 10J53830
150cm/A 10A22515 10A23215 10A23515 10A23815

150cm/S — — 10S23515 10523815

180cm/A 10A22518 10A23218 10A23518 10A23818

180cm/S — — 10523518 10523818

220cm/A — — 10A23522 10A23822

260cm/A — — 10A23526 10A23826

260cm/S — — 10523526 10S23826

Please contact us for more information:

APT Medical Inc.

Address: Room 804, the Integrated Building, Qinghua

Information Center, Keyuan Road, Nanshan District, Shenzhen. PR.China. .
Post code: 518057 E-mail: contact@aptmed.com @ APT Med |Ca|

Tel: +86755-83591013 Fax: +86 755-83480508 www.aptmed.com
PN: ENG-Hydrophilic guidewire-210X285X2P-20160701




Order information @ APTMedical
French Introducer Guid Sheath Introducer Sheath Introducer
Size needle uidewire without Scalpel with Scalpel

Tip  Diameter Length 1cm 15cm Scalpel 15cm Scalpel
4F 21G 70mm Straight 0.018" 45cm 97040110 97040151 — 97040150 1P
5F 21G 70mm Straight 0.018" 45cm 97050110 97050152 — 97050150 1P
6F 21G 70mm Straight 0.018" 45cm 97060110 97060152 — 97060150 1P
7F 21G 70mm Straight 0.018" 45cm 97070110 97070151 — 97070150 1P
8F 21G 70mm Straight 0.018" 45cm 97080110 — — — —
21G 70mm Straight 0.018" 45cm 97090110 — — — —
u
Introducer Kit
Size needle without Scalpel with Scalpel
Tip  Diameter Length Mcm 15cm Scalpel 15cm Scalpel
4F 21G  40mm Straight 0.018" 45cm 97040111 97040153 — 97040152 1P
5F 21G  40mm Straight 0.018" 45cm 97050112 97050156 — 97050154 1P
6F 21G  40mm Straight 0.018" 45cm 97060112 97060156 — 97060154 1P
7F 21G  40mm Straight 0.018" 45cm 97070111 97070153 — 97070152 1P
8F 21G  40mm Straight 0.018" 45cm 97080111 — — — —
21G  40mm Straight 0.018" 45cm 97090111 — — — —
Size needle
Mem  15cm Guidewire 25cm Guidewire
4F 22G 45mm 1P 98040070 98040110 98040150 Straight 0.025" 45cm 98040250 Straight 0.025" 80cm
5F 22G 45mm 1P 98050070 98050110 98050150 Straight 0.025" 45cm 98050250 Straight 0.025" 80cm
6F 22G 45mm 1P 98060070 98060110 98060150 Straight 0.025" 45cm 98060250 Straight 0.025" 80cm
22G 45mm 1P 98070070 98070110 98070150 Straight 0.025" 45cm 98070250 Straight 0.025" 80cm
Size needle
Mcm 15cm Guidewire 25cm Guidewire
4F 18G 70mm 1P 98040111 98040151 3mmJ 0.035" 45cm 98040251* Straight 0.035" 80cm
5F 18G 70mm 1P 98050112 98050152 3mmJ 0.038" 45cm 98050252* Straight 0.038" 80cm
6F 18G 70mm 1P 98060112 98060152 3mmJ 0.038" 45cm 98060252* Straight 0.038" 80cm
7F 18G 70mm 1P 98070111 98070151 3mmJ 0.038" 45cm 98070251* Straight 0.038" 80cm
8F 18G 70mm 1P 98080110 98080150 3mmJ 0.038" 45cm 98080250* Straight 0.038" 80cm
9F 18G 70mm 1P 98090110 98090150 3mmJ 0.038" 45cm 98090250* Straight 0.038" 80cm
10F 18G 70mm 1P 98100110 98100150 3mmJ 0.038" 45cm 98100250* Straight 0.038" 80cm
11F 18G 70mm 1P 98110110 98110150 3mmJ 0.038" 45cm 98110250* Straight 0.038" 80cm
12F 18G 70mm 1P 98120110 98120150 3mmJ 0.038" 45cm 98120250* Straight 0.038" 80cm
13F 18G 70mm 1P 98130110 98130150 3mmJ 0.038" 45cm 98130250* Straight 0.038" 80cm
14F 18G 70mm 1P 98140110 98140150 3mmJ 0.038" 45cm 98140250* Straight 0.038" 80cm
16F 18G 70mm 1P 98160110 98160150* 3mmJ 0.038" 45cm 98160250* Straight 0.038" 80cm
18F 18G 70mm 1P 98180110 98180150* 3mmJ 0.038" 45cm 98180250* Straight 0.038" 80cm
20F 18G 70mm 1P 98200110 98200150* 3mmJ 0.038" 45cm 98200250* Straight 0.038" 80cm
22F — — — — — — — 98220250* Straight 0.038" 80cm
24F — — — — — — — 98240250* Straight 0.038" 80cm

*Marker tip sheath introducer

Address: Room 804,the Integrated Building,Qinghua

Information Center,Keyuan Road,Nanshan District,Shenzhen.P.R.China.
Post Code: 518057 E-mail: contact@aptmed.com

Tel: +86 755-83591013  Fax: +86 755-83480508 www.aptmed.com
PN: ENG-Introducer-210X285X4P-20151105



» Unique Braided Structure » Smooth Transition

B Braided shaft design enhances the sheath’s pushability. B The smooth tapered transition reduces puncture resistance

B Improves kink resistance and provides higher visibility for active placement. and improves patient comfort.

Puncture Resistance Comparison

APT 6F Conventional 6F

Source : internal bench test data comparison

» Thin Wall

B The thin wall design reduces the outer diameter of the sheath and minimizes blood
vessel stress.

» Full Range of Sizes
and Specifications

B Over eighty eight sizes 4F. 5F. 6F. 7F. 8F.
9F. 10F. 1MF. 12F. 13F. 14F. 16F. 18F.
20F. 22F. 24F are available.

B Sheath length variable from 7cm to 25cm.

Conventional 6F



Ordering Information @ A PT M e d |Ca |

Curve Tip SFr 6 Fr 7Fr 8 Fr

o FExtraBack-up Left XB3.0 53510004 53610001 53710004 53810004
¢ ExtraBackup Left XB3.5 53510008 53610002 53710008 53810008
¢ FExiraBackup Left XB4.0 53510012 53610003 53710012 53810012
G Judkins Left JL3.0 53510016 53610022 53710016 53810016
—— Judkins Left L35 53510020 53610004 53710020 53810020
S JudkinsLeft JL4.0 53510024 53610005 53710024 53810024
S Judkins Left JL4.5 53510028 53610006 53710028 53810028
CS—— Judkins Left JL5.0 53510032 53610007 53710032 53810032 ® . .
—~__ Judkins Right JR3.0 53510036 53610023 53710036 53810036 |\ /| aI'Ch GUIdln Catheter
T~ Judkins Right JR3.5 53510040 53610008 53710040 53810040 g
T~ Judkins Right JR40 53510044 53610009 53710044 53810044
T~ Judkins Right JR4.5 53510048 53610010 53710048 53810048
T~ Judkins Right JR5.0 53510052 53610011 53710052 53810052
( Amplatzleft ALl 53510056 53610012 53710056 53810056
C Amplatzleft AL2 53510060 53610013 53710060 53810060
(C AmplofzLeft AL3 53510064 53610014 53710064 53810064
~———  AmplatzRight ARI 53510072 53610016 53710072 53810072
——— AmplaizRight AR2 53510076 53610017 53710076 53810076
(———  Wiliams 3DRC 53510080 53610018 53710080 53810080
~___ Multipurpose MPA 53510084 53610019 53710084 53810084
,——— Multipurpose MPB 53510088 53610021 53710088 53810088

Curve (with side hole) Tip 5Fr 6 Fr 7 Fr 8 Fr
o FExiraBack-up Left XB3.0 53510002 53610026 53710002 53810002
¢ ExiraBackup Left XB3.5 53510006 53610028 53710006 53810006
¢ FExiraBackup Left XB4.0 53510010 53610031 53710010 53810010
G Judkins Left JL3.0 53510014 53610034 53710014 53810014
—— Judkins Left 3.5 53510018 53610037 53710018 53810018
S JudkinsLeft JL4.0 53510022 53610040 53710022 53810022
S Judkins Left JL4.5 53510026 53610043 53710026 53810026
CS—— Judkins Left JL5.0 53510030 53610046 53710030 53810030
¢~ Judkins Right JR3.0 53510034 53610049 53710034 53810034
T~ Judkins Right JR3.5 53510038 53610052 53710038 53810038
T~ Judkins Right JR40 53510042 53610055 53710042 53810042
T~ Judkins Right JR4.5 53510046 53610058 53710046 53810046
T~ Judkins Right JR5.0 53510050 53610061 53710050 53810050
( Amplatzleft ALl 53510054 53610064 53710054 53810054
C Amplatzleft AL2 53510058 53610067 53710058 53810058
C AmplatzLeft AL3 53510062 53610070 53710062 53810062
—~———  AmplatzRight ARI 53510070 53610076 53710070 53810070
——— AmplaizRight AR2 53510074 53610079 53710074 53810074
———  Wiliams 3DRC 53510078 53610082 53710078 53810078
~—___ Multipurpose MPA 53510082 53610085 53710082 53810082
,——— Multipurpose MPB 53510086 53610088 53710086 53810086

Address: Room 804,the Integrated Building,Qinghua

Information Center,Keyuan Road,Nanshan District,Shenzhen.P.R.China.
Post Code: 518057 E-mail: contact@aptmed.com

Tel: +86 755-83591013  Fax: +86 755-83480508 www.aptmed.com
PN: ENG-March Guiding Catheter-210X285X4P-20151111




» Excellent Kink Resistance » Optimal Flexibility

Polymer material with unique braid design, provides excellent kink resistance.

Torque Response Comparison

360° 1:1 torque response

340° pronjotes.qmcker cqthgter
seating with less whipping.

320°

3000 [ 0 S B

280° - . T T

March Brand M Brand C
March® Brand M Source: internal bench test data comparisons.

» Superior Support

Multi-density braid design provides superior back-up support.

» Large Lumen Design

Provides smooth and compatible pathway for multiple and various devices.

( proprietary polymer blend ) ( Wire Braid )

» Radiopaque Soft Tip

Radiopaque soft tip ensures atraumatic navigation.

\\ I T Y T TR B T

proprletary bolymer blend ) ( PTFE) <W|re Bra|d> I.D. (Inch/mm) 0.058/1.47 0.070/1.78 0.081/2.06 0.093/2.36
O.D. (Inch/mm) 0.069/1.75 0.0815/2.07 0.093/2.36 0.105/2.67




Balloon Compliance Chart

Inflation Pressure Balloon Diameter (mm) A PT M e d ica |
ATM KPa ‘ 1.00 1.25 1.50 2.00 2.25 2.50 2.75 3.00 3.25 3.50 3.75 4.00 4.50 5.00

6 6X10?
8 8X102 1.00 1.25 1.47 1.97 2.25 2.50 2.75 2.97 3.25 3.50 3.76 4.01 4.50 5.00
12 12X10? 1.11 1.30 1.54 2.08 3.44 878 4.01 4.28 4.80
13 13X10? 1.14 1.31 1.55 2.10 3.48 3.78 4.07
14 14X10? 1.16 1.32 1.56 2.12 3.55 3.85 4.15 4.45 4.95 5.43 ®
16 16X10? 1.20 1.34 1.59 2.16 2.53 2.80 3.07 3.34 3.66 3.97 4.31 4.64 5.09 5.59 C O N l | I RO R
18 18X10? 1.25 1.37 1.62 2.20 2.60 2.88 3.16 3.44 3.78 4.11 4.45 — — —

I Normal pressure Il Rated Burst Pressure PTCA Balloon Catheter

Ordering information
CONQUEROR’ PTCA Balloon Catheter (RX)

Balloon Diameter Balloon Length (mm)
(mm) 6 ] 9 1l 2 ([ 45 [ 2 ] 30 |

1.00 50100060 50100090 —

1.25 50125060 50125090 50125120 50125150 — —

1.50 50150060 50150090 50150120 50150150 50150200 —

2.00 50200060 50200090 50200120 50200150 50200200 50200300

2.25 50225060 50225090 50225120 50225150 50225200 50225300 T H E LAST T RY I: O R
2.50 50250060 50250090 50250120 50250150 50250200 50250300

2.75 50275060 50275090 50275120 50275150 50275200 50275300 C H A L L E N Gl N G L E Sl O N S
3.00 — — 50300120 50300150 50300200 50300300

3.25 — — 50325120 50325150 50325200 50325300

3.50 — — 50350120 50350150 50350200 50350300

3.75 — — 50375120 50375150 50375200 50375300

4.00 — — 50400120 50400150 50400200 50400300

4.50 — — 50450120 50450150 50450200 50450300

5.00 — — 50500120 50500150 50500200 50500300

CONQUEROR® PTCA Balloon Catheter (OTW)

Balloon Diameter Balloon Length (mm)

() .6 1 9o |l 1 | 4 | 2 | 30 |
1.00 50100061 50100091 — — — —
1.25 50125061 50125091 50125121 50125151 — —
1.50 50150061 50150091 50150121 50150151 50150201 —
2.00 50200061 50200091 50200121 50200151 50200201 50200301
2.25 50225061 50225091 50225121 50225151 50225201 50225301
2.50 50250061 50250091 50250121 50250151 50250201 50250301
2.75 50275061 50275091 50275121 50275151 50275201 50275301
3.00 — — 50300121 50300151 50300201 50300301
3.25 — — 50325121 50325151 50325201 50325301
3.50 — — 50350121 50350151 50350201 50350301
3.75 — — 50375121 50375151 50375201 50375301
4.00 — — 50400121 50400151 50400201 50400301
4.50 — — 50450121 50450151 50450201 50450301
5.00 — — 50500121 50500151 50500201 50500301

Note: Shaft Length:140cm; Compatible Guidewire: 0.014"

Address: Room 804,the Integrated Building,Qinghua

Information Center,Keyuan Road,Nanshan District,Shenzhen.P.R.China.
Post Code: 518057 E-mail: contact@aptmed.com

Tel: +86 755-83591013  Fax: +86 755-83480508 www.aptmed.com
PN: ENG-CONQUEROR PTCA Balloon Catheter-210X285X4P-20151105




» Low Refolding Profile » Superior Pushability

Special balloon folding technique dramatically reduces balloon refolding profile
and recrossablity after deflation. Conqueror™ balloon catheter help you more Comparison of pushability

confidence to inflate multi-vessel lesions.
100mm Combination of catheter

distal flexibility and proximal
column-strength enables
superior deliverability
crossing through complex
lesions.

Comparison of refolding profile 80mm -

2.50mm 60mm

40mm

200mm4— o N B

20mm 4

Omm
I I I
150mm - S . B CONQUEROR’ BrandA  BrandB  Brand M

Source : internal bench test data comparison

1.00mm

CONQUEROR® Brand A Brand B Brand M

Source : internal bench test data comparison

ffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff » Unique 1.0mm balloon

Unique 1.0mm balloon, specifical design for CTO lesions, severe stenosis and other

>> Ultra LOW LeSiOn Entry Profl Ie more challenging lesions. It greatly improves the success rate of the PCI, simplifies the

procedure process while reducing the duration of PCI procedure.

0.016” lesion entry profile provides better crossability through severe stenosis lesions.

Comparison of lesion entry profile

0.018Inch

Brand A

0.017Inch e B

Brand B

0.016INCh - ey -t B S
. CONQUEROR"
0.015Inch

I
CONQUEROR® Brand A Brand B Brand M

Source : internal bench test data comparison

- » Optimal Trackabilit
>> Exce"ent Crossablllty > A ml:u)ch softer balloon and catheter rnayterial provides more compliance to follow

Innovative balloon design with low crossing profile and smooth tapered transition blood vessel anatomy.
offers excellent crossability.



	超滑导丝单页-英文版s
	PCI201606
	interventionals
	IntroducerKitEN
	GuidingCatheterEN
	PTCABalloonEN

	HydrophilicGuidewire
	超滑导丝单页-英文版-01
	超滑导丝单页-英文版-02



